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(9) RHU-ARO

(3) ACE-KAR

(6) GLE-SKY

(3) ACE-KAR

(6) TAX-GRE

SOD LAWN

SOD LAWN

(27) RUD-GOL

(34) LEU-BEC

(48) PER-BLU

(24) PEN-ALO

(32) PEN-ALO

(37) PER-BLU

22', TYP

5'-6"

8'

(28) LEU-BEC

(30) RUD-GOL

(22) PEN-ALO

(16) PEN-ALO

(6) TAX-GRE

(49) RHU-ARO

TREES TO BE GROWING
OUT OF STONEDUST, NOT
MULCH RING, SEE DETAIL

L504
2

(8) ILE-SHA

(3) CER-MIN (6) ILE-SHA

(3) HYD-LIM

(37) RUD-GOL

(21) POT-ABB

(12) HYL-HER

(43) RHU-ARO

(23) RHU-ARO

15'

SUPPLY 18" HORTICULTURAL
SOIL IN ALL PLANTING BEDS

SUPPLY 18"
HORTICULTURAL
SOIL IN ALL
PLANTING BEDS

SUPPLY 18"
HORTICULTURAL

SOIL IN ALL
PLANTING BEDS

SUPPLY 18" HORTICULTURAL
SOIL IN ALL PLANTING BEDS

SUPPLY 18" HORTICULTURAL
SOIL IN ALL PLANTING BEDS

SUPPLY 6" OF
HORTICULTURAL SOIL

IN LAWN AREAS

LEGEND

CONCRETE SIDEWALK

ASPHALT PAVING

STONEDUST PAVING

GRANITE PAVERS

LAWN

RECLAIMED
GRANITE STEPS

LIMIT OF WORK LINE

EXISTING TREES TO
REMAIN

PLANTING AREA

STEEL EDGING

PROPOSED
DECIDUOUS TREE

SITE WALL

1. All plant material in the plant schedule shall be nursery grown in accordance with ANSI in accordance with Z.60.1
Standards for measurement of nursery stock.

2. All plants shall be guaranteed by the Contractor for a period of one year from date of receipt of Provisional
Acceptance of the completed installation by the Owner.

3. Replacement plantings will be required prior to Final Acceptance for any plants which are missing, not true to
specifications, have died or are unhealthy or uncharacteristic of the species (due to excessive pruning, dieback or
other reasons).

4. All plant materials shall be selected and tagged at the nursery by Landscape Architect.
5. The Landscape Architect's approval is required for any plant material substitutions.
6. The Contractor is responsible for immediately notifying the Landscape Architect if any plant quantity discrepancies

exist between the planting plan and the plant list.
7. All shrubs and trees will be sprayed with the anti-desiccant "Wilt-Pruf"  ( or approved equal) prior to the first

Winter (no later that November 30).
8. The Landscape Contractor shall have the General Contractor locate all underground utilities in areas to be

landscaped prior to commencing any excavation.  Adjustments to tree locations will be allowed where utility
conflicts are clearly a problem and with prior site approval by Landscape Architect.

9. All plant bed, shrub and tree location shall be staked in the field by Contractor for Landscape Architects approval
prior to installation.

10. Adjustments to plant beds shall be approved by Landscape Architect.
11. General Contractor is responsible for all erosion control measures during construction.
12. All disturbed areas are to be topsoiled and seeded or sodded, as indicated in the planting plan.
13. Mulch shall consist of double-shredded hardwood mulch or approved equal and Contractor is responsible for

providing samples of mulch to Landscape Architect.  Mulch plant materials as shown on plan and details.
14. It is the intent of this contract to avoid any disturbance to existing trees or shrubs on site other than those

specifically designated for transplant or removal.
15. Liquidated damages for trees damaged by construction operation shall be $500 per caliper inch.  Shrubs shall be

$100 each.
16. During construction, and until the end of warranty period, existing trees that are showing signs of stress as

determined by the Landscape Architect are to be deep root fertilized, two injections per caliper inch per tree at
18" - 24" depth with Peter's 20/20/20 fertilizer or Landscape Architect approved equal.

17. Contractor is responsible for verifying and confirming all plant counts as supplied by the Landscape Architect with
field conditions as constructed.  Any discrepancies shall be reported to Landscape Architect for approval and
direction.

18. Tree transplanting shall be performed by a suitable hydraulic tree spade, sized as necessary to perform the work.
19. Prior to commencement of any construction, all existing trees to remain shall receive tree protection fence at

outer edge of dripline whenever possible.
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